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L1 H1 wheelbase 2755 mm

NEW DOBLÒ CARGO 2010

Suitable to be installed in the zone:

Order no. MDL 010
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 60,1 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
3 drawers
3 retractable shelves for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 009
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 25,4 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers

Order no. MDL 008
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 41,7 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

Order no. MDL 007
Dimensions: 717x365x900 mm (WxDxH)
Weight: 42,7 Kg
Module complete with:
3 trays with rubber and 6 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:

Order no. MDL 006
Dimensions: 717x365x900 mm (WxDxH)
Weight: 22,7 Kg
Module complete with:
3 trays with rubber and 6 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 005
Dimensions: 717x365x900 mm (WxDxH)
Weight: 32,9 Kg
Module complete with:
1 tray with rubber and 2 adjustable dividers
2 drawers
1 shelf with door

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement
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3,4/3,8 m3

L1 H1 wheelbase 2755 mm

NEW DOBLÒ CARGO 2010

HORIZONTAL RETRACTABLE SYSTEMS
DOUBLE LEVEL FLOOR WITH TRAPDOORS
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NEW DOBLÒ CARGO 2010

Detail of two full telescopic exten-
sion drawers complete of
partitioning material
(tools excluded).

Load capacity of each drawer:
150 Kg

*Useful interior dimensions

The raised level
with trapdoor al-
lows for maximi-
sing vehicle load
volume by ap-
prox. 95%
(1,2,3)

The space in the
rear cab can be
organised using
a module with 2
trays (4) or with
a drawer in front
of the side sli-
ding door (5,6)

An extractable horizontal system
(7) complete with a module can be
installed in the upper part of the
level. This system still allows for use
of the trapdoor adjacent to the sli-
ding door (8)
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L1 H1 wheelbase 2755 mm

NEW DOBLÒ CARGO 2010

Order no. MPR 007
Dimensions: 1338x1660x328 mm (WxDxH)
Weight: 110,60 Kg
Kit complete with:
1 12 mm thick lower wooden flooring phenolic coated

for sheet steel bulkhead
1 12 mm thick upper wooden flooring phenolic coated
1 drawer cabinet with 2 drawers (load capacity 150 Kg

each) complete of partitioning material, internal dimensions
of the drawer 1076x600x54/104 mm h

Double level floor kit for
sheet steel bulkhead

Order no. MPR 999
Dimensions: 1193x30x300 mm (WxDxH)
Weight: 4,08 Kg
Support for trapdoors in square tube 30x30 mm.

Front frame for trapdoors

Order no. MPR 998
Dimensions: 1193x564x300 mm (WxDxH)
Weight: 26,85 Kg
Kit complete with:
1 support for trapdoors in square tube 30x30 mm.
1 drawer cabinet with 2 drawers (load capacity 70 Kg each),

internal dimensions of the drawer 447x447x86 mm h

Front frame kit for trapdoors with drawer cabinet

Order no. MPR 008
Dimensions: 1391x800x12 mm (WxDxH)
Weight: 12,65 Kg
Kit complete with:
2 wooden trapdoors thickness 12 mm with phenolic coating

and 6 hinges

Double level floor load capacity + trapdoor kit: 500 Kg (p.u.d.)

Trapdoor kit for vehicle with RH side door

Order no. PEO 202
Horizontal retractable system with module
Dimensions: 1225x365x740 mm (WxDxH)
Weight: 39,00 Kg
System complete with:
1 horizontal frame, extraction 60% load capacity 160 Kg
1 module with 3 trays with rubber and 12 adjustable partitions

THE HORIZONTAL RETRACTABLE SYSTEM
can only be mounted together with:
double level floor kit (1) + frame kit (2/3) + trapdoor kit (4).

Horizontal retractable system

Detail of extracted module
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NEW DOBLÒ CARGO 2010

Order no. MDL 059
Dimensions: 508x365x700 mm (WxDxH)
Weight: 13,35 Kg
Module complete with:
2 trays with rubber and 2 adjustable dividers
1 connection bar with fixing belts for tool cases

Module
Order no. MDL 060
Dimensions: 508x365x650 mm (WxDxH)
Weight: 13,60 Kg
Module complete with:
2 trays with rubber and 2 adjustable dividers
1 hinged door

Module

Order no. MPR 997
Dimensions: 4500x25 mm (WxH)
Weight: 0,68 Kg
Kit load retaining belt for double level floor
without trapdoors.

Kit load retaining belt

Order no. MPR 007
Dimensions: 1338x1660x328 mm (WxDxH)
Weight: 110,60 Kg
Kit complete with:
1 12 mm thick lower wooden flooring phenolic coated

for sheet steel bulkhead
1 12 mm thick upper wooden flooring phenolic coated
1 drawer cabinet with 2 drawers (load capacity 150 Kg

each) complete of partitioning material, internal dimensions
of the drawer 1076x600x54/104 mm h

Double level floor kit for
sheet steel bulkhead

LAYOUT EXAMPLE No. 1
Complete with:
1 order no. MPR 007 (1)
1 order no. MPR 999 (2)
1 order no. MPR 008 (4)

LAYOUT EXAMPLE No. 2
Complete with:
1 order no. MPR 007 (1)
1 order no. MPR 998 (3)
1 order no. MPR 008 (4)

LAYOUT EXAMPLE No. 3
Complete with:
1 order no. MPR 007 (1)
1 order no. MPR 999 (2)
1 order no. MPR 008 (4)
1 order no. PEO 202 (5)
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NEW DOBLÒ CARGO 2010

Order no. PEO 005
Dimensions: 1080x1524x80 mm (WxDxH)
Weight: 71,22 Kg
System complete with:
1 phenolic coated wooden flooring with holes for

fixing the extractable frame for steel sheet bulkhead
1 horizontal extractable frame extension 60%

load capacity 300 Kg complete with a shelf in
phenolic wooden top and rubber protection

8 lashing hooks supports for load retaining belt
2 load retaining belts

Horizontal retractable system for sheet steel bulkhead

The horizontal retractable system
makes it easier to anchor the material
transported and makes loading,
unloading operations simpler

HORIZONTAL RETRACTABLE SYSTEMS
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NEW DOBLÒ CARGO 2010
high roof

Suitable to be installed in the zone:

Order no. MDL 010
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 60,1 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
3 drawers
3 retractable shelves for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 009
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 25,4 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers

Order no. MDL 008
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 41,7 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

*approximate
measurement

Order no. MDL 007
Dimensions: 717x365x900 mm (WxDxH)
Weight: 42,7 Kg
Module complete with:
3 trays with rubber and 6 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:

Order no. MDL 006
Dimensions: 717x365x900 mm (WxDxH)
Weight: 22,7 Kg
Module complete with:
3 trays with rubber and 6 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 005
Dimensions: 717x365x900 mm (WxDxH)
Weight: 32,9 Kg
Module complete with:
1 tray with rubber and 2 adjustable dividers
2 drawers
1 shelf with door

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side
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NEW DOBLÒ CARGO 2010
maxi

Suitable to be installed in the zone:

Order no. MDL 010
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 60,1 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
3 drawers
3 retractable shelves for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 009
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 25,4 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers

Order no. MDL 008
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 41,7 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

*approximate
measurement

Order no. MDL 007
Dimensions: 717x365x900 mm (WxDxH)
Weight: 42,7 Kg
Module complete with:
3 trays with rubber and 6 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:

Order no. MDL 006
Dimensions: 717x365x900 mm (WxDxH)
Weight: 22,7 Kg
Module complete with:
3 trays with rubber and 6 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 005
Dimensions: 717x365x900 mm (WxDxH)
Weight: 32,9 Kg
Module complete with:
1 tray with rubber and 2 adjustable dividers
2 drawers
1 shelf with door

Suitable to be installed in the zone:

Order no. MDL 011
Dimensions: 717x365x900 mm (WxDxH)
Weight: 20 Kg
Module complete with:
1 tray with rubber and 2 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool

cases

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side
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Scudo L1 H1 - 5 m3

Vehicle equipped with:
1 ord. no. POS 003 ladder rack (ladder not supplied)
1 ord. no. PIL 003 wooden flooring
1 ord. no. PAN 003 polypropylene linings
1 ord. no. PAR 002 polypropylene linings

(upper section of rear leaf doors)
1 ord. no. MDL 007 module
1 ord. no. MDL 008 module
1 ord. no. MDL 011 module
1 ord. no. ACS 004 first aid kit
1 ord. no. ACS 007 spray cans holder kit
1 ord. no. ACS 005 paper roll holder with paper roll
1 ord. no. ACS 003 support with belt for gas

cylinders and extinguishers
(extinguisher not supplied)

› FAST ASSEMBLY
› TOTAL MODULARITY
› SAFETY SOUND ABSORBING
ELEMENTS BETWEEN THE VARIOUS
METAL COMPONENTS

› ERGONOMETRIC SHAPES
› HEIGHT ADJUSTMENT IN PITCH OF
25 mm OF THE VARIOUS ELEMENTS

Strategically strong
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Order no. POT 003
Dimensions: 2500x1600 mm (WxD)
Weight: 23,00 Kg

Roof rack complete with:
3 aluminium crossmembers with fixing connectors

and rubber profile
2 2500 mm long aluminium side upstands
1 aluminium loading roller

Supplied with stainless steel screws for fixing.

Load capacity: 79 Kg (p.u.d.)

Order no. POS 003
Dimensions: 2650x1580 mm (WxD)
Weight: 52,40 Kg

Ladder rack complete with:
4 aluminium crossmembers with fixing connectors

and rubber profile
1 2500 mm long aluminium side upstand
1 aluminium loading roller
1 ladder rack rail made from stainless steel and

aluminium TALENTO series, lenght 2650 mm

Supplied with stainless steel screws for fixing.

Load capacity: 84 Kg (p.u.d.)

The ladder rack rail can be mounted
on the right or on the left hand side
of the vehicle

ROOF RACK only for SCUDO with rear leaf doors

LADDER RACK only for SCUDO with rear leaf doors

Technical
features,

see page A7

SCUDO van 5 m3

L1 H1 wheelbase 3000 mm

FLOORINGS AND LININGS
for SCUDOwith RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 003
Weight: 8,23 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 002
Weight: 1,51 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 003
Weight: 25,88 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook sup-
ports.

Flooring
Order no. PIR 002
Weight: 7,15 Kg
12 mm wooden phenolic coated bulkhead
panel.

Bulkhead

Technical
features,

see page A5
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MDL 008

Order no. MDL S01
Dimensions: 1733x365x1200 mm (WxDxH). Weight: 43,25 Kg
Module complete with:
3 trays with rubber and 15 adjustable dividers
1 fixing bar length 2500 mm

Order no. MDL 008
Dimensions: 1016x365x900 mm (WxDxH). Weight: 41,7 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

READY SOLUTIONS

SCUDO van5 m3

L1 H1 wheelbase 3000 mm
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SCUDO van LWB
long wheelbase

6 m3

L2 H1 wheelbase 3122 mm

Order no. POT 004
Dimensions: 2500x1600 mm (WxD)
Weight: 27 Kg

Roof rack complete with:
4 aluminium crossmembers with fixing connectors

and rubber profile
2 2500 mm long aluminium side upstands
1 aluminium loading roller

Supplied with stainless steel screws for fixing.

Load capacity: 86 Kg (p.u.d.)

Order no. POS 004
Dimensions: 2650x1580 mm (WxD)
Weight: 56,3 Kg

Ladder rack complete with:
5 aluminium crossmembers with fixing connectors

and rubber profile
1 2500 mm long aluminium side upstand
1 aluminium loading roller
1 ladder rack rail made from stainless steel and

aluminium TALENTO series, lenght 2650 mm

Supplied with stainless steel screws for fixing.

Load capacity: 85 Kg (p.u.d.)

The ladder rack rail can be mounted
on the right or on the left hand side
of the vehicle

ROOF RACK only for SCUDO with rear leaf doors

LADDER RACK only for SCUDO with rear leaf doors

Technical
features,

see page A7

FLOORINGS AND LININGS
for SCUDOwith RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 004
Weight: 9,71 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 002
Weight: 1,51 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 004
Weight: 30,00 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook sup-
ports.

Flooring
Order no. PIR 002
Weight: 7,15 Kg
12 mm wooden phenolic coated bulkhead
panel.

Bulkhead

Technical
features,

see page A5
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2032

MDL S02

1016

MDL 010

SCUDO van LWB
long wheelbase

6 m3

L2 H1 wheelbase 3122 mm

Order no. MDL S02
Dimensions: 2032x365x1200 mm (WxDxH). Weight: 46,35 Kg
Module complete with:
3 trays with rubber and 15 adjustable dividers
1 fixing bar length 3000 mm

Order no. MDL 010
Dimensions: 1016x365x900 mm (WxDxH). Weight: 60,1 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
3 drawers
3 retractable shelves for tool cases complete with tool cases and boxes

READY SOLUTIONS
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SCUDO van LWB
long wheelbase

Layout example of
LH side

Layout example of
RH side
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Order no. MDL 002
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 43,80 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 001
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 61,00 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
3 drawers
3 retractable shelves for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 004
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 28,80 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 012
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 25,2 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool

cases

Suitable to be installed in the zone:

Order no. MDL 013
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 49,7 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:

MODULES 1016 MM

Technical
features,

see page A5

Accessories
see page A9

6 m3

L2 H1 wheelbase 3122 mm
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SCUDO van LWB
long wheelbase

Order no. MDL 038
Dimensions: 2032x265x300 mm (WxDxH)
Weight: 11,20 Kg
Module complete with:
1 tray with rubber and 5 adjustable dividers

Suitable to be installed in the zone:

Order no. SFM 250
Fixing bar: 2500x30x35 mm (WxDxH)
Weight: 2,2 Kg
Fixing bar for upper modules, complete with
brackets, bolts and screws.
The bar is necessary to fix the additional
MDL 038 module to the vehicle.

ADD-ON MODULE 2032 MM

6 m3

L2 H1 wheelbase 3122 mm
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2032

SCUDO van LWB
long wheelbase high roof

7 m3

L2 H2 wheelbase 3122 mm

Order no. MDL S02
Dimensions: 2032x365x1200 mm (WxDxH). Weight: 46,35 Kg
Module complete with:
3 trays with rubber and 15 adjustable dividers
1 fixing bar length 3000 mm

Order no. MDL 010
Dimensions: 1016x365x900 mm (WxDxH). Weight: 60,1 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
3 drawers
3 retractable shelves for tool cases complete with tool cases and boxes

READY SOLUTIONS

FLOORINGS AND LININGS
for SCUDOwith RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 005
Weight: 9,68 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 008
Weight: 1,51 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 004
Weight: 30,00 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook sup-
ports.

Flooring
Order no. PIR 002
Weight: 7,15 Kg
12 mm wooden phenolic coated bulkhead
panel.

Bulkhead

Technical
features,

see page A5
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SCUDO van LWB
long wheelbase high roof

7 m3

L2 H2 wheelbase 3122 mm

MODULES 1016 MM

Order no. MDL 002
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 43,80 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 004
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 28,80 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 001
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 61,00 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
3 drawers
3 retractable shelves for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 012
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 25,2 Kg
Module complete with:
1 tray with rubber and 3 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool

cases

Suitable to be installed in the zone:

Order no. MDL 013
Dimensions: 1016x365x900 mm (WxDxH)
Weight: 49,7 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:

*approximate
measurement

Accessories
see page A9

Layout example of
LH side

Layout example of
RH side

Order no. MDL 038
Dimensions: 2032x265x300 mm (WxDxH)
Weight: 11,20 Kg
Module complete with:
1 tray with rubber and 5 adjustable dividers

Suitable to be installed in the zone:

Order no. SFM 250
Fixing bar: 2500x30x35 mm (WxDxH)
Weight: 2,2 Kg
Fixing bar for upper modules, complete with
brackets, bolts and screws.
The bar is necessary to fix the additional
MDL 038 module to the vehicle.

ADD-ON MODULE 2032 MM

Technical
features,

see page A5
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Ducato L3 H2 - 13 m3

› FAST ASSEMBLY
› TOTAL MODULARITY
› SAFETY SOUND ABSORBING
ELEMENTS BETWEEN THE VARIOUS
METAL COMPONENTS

› ERGONOMETRIC SHAPES
› HEIGHT ADJUSTMENT IN PITCH OF
25 mm OF THE VARIOUS ELEMENTS

Strategically strong

Vehicle equipped with:
1 ord. no. POS 008 ladder rack (ladder not supplied)
1 ord. no. PIL 007 wooden flooring
1 ord. no. PAN 009 polypropylene linings
1 ord. no. PIR 003 wooden phenolic coated

bulkhead panel
1 ord. no. MDL 014 module
1 ord. no. MDL 015 module
1 ord. no. MDL 017 module
1 ord. no. MDL 018 module
1 ord. no. ACS 003 support with belt for gas

cylinders and extinguishers
(extinguisher not supplied)

1 ord. no. ACS 004 first aid kit
1 ord. no. ACS 007 spray cans holder kit
1 ord. no. ACS 009 load retaining bar and belts
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FLOORINGS AND LININGS
for DUCATO with RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 006
Weight: 11,82 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 003
Weight: 1,41 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 005
Weight: 36,71 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

DUCATO van SWB
short wheelbase

8 m3

L1 H1 wheelbase 3000 mm

Order no. POT 005
Dimensions: 3000x1800 mm (WxD)
Weight: 28,20 Kg

Roof rack complete with:
3 aluminium crossmembers with fixing connectors

and rubber profile
2 3000 mm long aluminium side upstands
1 aluminium loading roller

Supplied with stainless steel screws for fixing.

Load capacity: 124 Kg (p.u.d.)

ROOF RACK

LADDER RACK

Order no. POS 005
Dimensions: 3000x1780 mm (WxD)
Weight: 55,20 Kg

Ladder rack complete with:
3 aluminium crossmembers with fixing connectors

and rubber profile
1 3000 mm long aluminium side upstand
1 aluminium loading roller
1 ladder rack rail made from stainless steel and

aluminium ALADIN series, length 2650 mm

Supplied with stainless steel screws for fixing.

Load capacity: 96 Kg (p.u.d.)

The ladder rack rail can be mounted
on the right or on the left hand side
of the vehicle

Technical
features,

see page A5

Technical
features,

see page A7
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MDL 030

DUCATO van SWB
short wheelbase

8 m3

L1 H1 wheelbase 3000 mm

Order no. MDL 030
Dimensions: 2032x365x1200 mm (WxDxH). Weight: 45,15 Kg
Module complete with:
3 trays with rubber and 15 adjustable dividers

Order no. MDL 015
Dimensions: 1016x365x1200 mm (WxDxH). Weight: 48,3 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete with tool cases and boxes

Order no. RAM 001
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

READY SOLUTIONS

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the areas 3 and 5 must not be longer than 1016 mm.
If the loading ramp is installed the article
MDL 018 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.
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MDL 018

DUCATO van SWB
short wheelbase

8 m3

L1 H1 wheelbase 3000 mm

Order no. MDL 014
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 49,4 Kg
Module complete with:
2 trays with rubber and 6 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 015
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 48,3 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 016
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 33,2 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers

Suitable to be installed in the zone:

MODULES 1016 mm

Technical
features,

see page A5

Accessories
see page A9

*approximate
measurement

Order no. MDL 017
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 33 Kg
Module complete with:
2 trays with rubber and 6 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 018
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 57,5 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side
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DUCATO van SWB
short wheelbase

8 m3

L1 H1 wheelbase 3000 mm

Order no. MDL 020
Dimensions: 1225x365x1200 mm (WxDxH)
Weight: 57,35 Kg
Module complete with:
2 trays with rubber and 8 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

MODULES 1225 mm

Order no. MDL 021
Dimensions: 1225x365x1200 mm (WxDxH)
Weight: 55,35 Kg
Module complete with:
3 trays with rubber and 12 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 022
Dimensions: 1225x365x1200 mm (WxDxH)
Weight: 39,40 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers

Suitable to be installed in the zone:
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DUCATO van SWB HR
short wheelbase high roof

9,5 m3

L1 H2 wheelbase 3000 mm

Order no. MDL S20
Dimensions: 2032x365x1700 mm (WxDxH). Weight: 60,15 Kg
Module complete with:
4 trays with rubber and 20 adjustable dividers
1 fixing bar length 3000 mm

Order no. MDL S14
Dimensions: 1016x365x1700 mm (WxDxH) Weight: 63,35 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete with tool cases and boxes
1 fixing bar length 1500 mm

Order no. RAM 002
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

READY SOLUTIONS

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the areas 3 and 5 must not be longer than 1016 mm.
If the loading ramp is installed the article
MDL 118 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.



max 1
225

1016

MDL 114

MDL 117

3
2

max 1225

5

MDL 118

E11

3 5

2

1050 mm*

2 5

2 3 5 2 3 52 3 5

m
ax

1
2
2
5
m
m

m
ax

2
2
4
1
m
m

SFM 250 SFM
150

DUCATO van SWB HR
short wheelbase high roof

9,5 m3

L1 H2 wheelbase 3000 mm

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

MODULES 1016 mm

Technical
features,

see page A5

Accessories
see page A9

*approximate
measurement

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 118
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 71,00 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side
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DUCATO van MWB
medium wheelbase

10 m3

L2 H1 wheelbase 3450 mm

FLOORINGS AND LININGS
for DUCATO with RH and LH sliding
doors,rear leaf doors, sheet metal side walls

Order no. PAN 007
Weight: 14,27 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 003
Weight: 1,41 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 006
Weight: 43,26 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

Order no. POT 006
Dimensions: 3400x1800 mm (WxD)
Weight: 29,80 Kg

Roof rack complete with:
3 aluminium crossmembers with fixing connectors

and rubber profile
2 3400 mm long aluminium side upstands
1 aluminium loading roller

Supplied with stainless steel screws for fixing.

Load capacity: 123 Kg (p.u.d.)

ROOF RACK

LADDER RACK

Order no. POS 006
Dimensions: 3400x1780 mm (WxD)
Weight: 60,15 Kg

Ladder rack complete with:
3 aluminium crossmembers with fixing connectors

and rubber profile
1 3400 mm long aluminium side upstand
1 aluminium loading roller
1 ladder rack rail made from stainless steel and

aluminium ALADIN series, length 3240 mm

Supplied with stainless steel screws for fixing.

Load capacity: 91 Kg (p.u.d.)

The ladder rack rail can be mounted
on the right or on the left hand side
of the vehicle

Technical
features,

see page A5

Technical
features,

see page A7
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MDL S22

DUCATO van MWB
medium wheelbase

10 m3

L2 H1 wheelbase 3450 mm

Order no. RAM 001
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the areas 3 and 5 must not be longer than 1225 mm.
If the loading ramp is installed the article
MDL 024 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

Order no. MDL S22
Dimensions: 2450x365x1200 mm (WxDxH). Weight: 69,00 Kg
Set of 2 modules complete with:
5 trays with rubber and 19 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Order no. MDL 020
Dimensions: 1225x365x1200 mm (WxDxH). Weight: 57,35 Kg
Module complete with:
2 trays with rubber and 8 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

READY SOLUTIONS
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Technical
features,

see page A5

Accessories
see page A9

DUCATO van MWB
medium wheelbase

10 m3

L2 H1 wheelbase 3450 mm

MODULES 1016 mm

Order no. MDL 014
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 49,4 Kg
Module complete with:
2 trays with rubber and 6 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 015
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 48,3 Kg
Module complete with:
3 trays with rubber and 9 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 016
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 33,2 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

Order no. MDL 017
Dimensions: 1016x365x1200 mm (WxDxH)
Weight: 33 Kg
Module complete with:
2 trays with rubber and 6 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:
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DUCATO van MWB
medium wheelbase

10 m3

L2 H1 wheelbase 3450 mm

MODULES 1225 mm

Order no. MDL 023
Dimensions: 1225x365x1200 mm (WxDxH)
Weight: 39,05 Kg
Module complete with:
2 trays with rubber and 8 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 020
Dimensions: 1225x365x1200 mm (WxDxH)
Weight: 57,35 Kg
Module complete with:
2 trays with rubber and 8 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 021
Dimensions: 1225x365x1200 mm (WxDxH)
Weight: 55,35 Kg
Module complete with:
3 trays with rubber and 12 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 022
Dimensions: 1225x365x1200 mm (WxDxH)
Weight: 39,40 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 024
Dimensions: 1225x365x1200 mm (WxDxH)
Weight: 66,45 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
1 retractable vice workbench complete with s

teel vice with 100 mm jaws and 1/2" to 1½"
pipe clamp

Suitable to be installed in the zone:
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DUCATO van MWB HR
medium wheelbase high roof

11,5 m3

L2 H2 wheelbase 3450 mm

FLOORINGS AND LININGS
for DUCATO with RH lateral sliding door and
rear leaf doors, sheet metal clad walls

Order no. PAN 008
Weight: 16,88 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 004
Weight: 1,75 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 006
Weight: 43,26 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

Order no. POT 010
Dimensions: 3400x1700 mm (WxD)
Weight: 29,00 Kg

Roof rack complete with:
3 aluminium crossmembers with fixing connectors

and rubber profile
2 3400 mm long aluminium side upstands
1 aluminium loading roller

Supplied with stainless steel screws for fixing.

Load capacity: 124 Kg (p.u.d.)

ROOF RACK

LADDER RACK

Order no. POS 007
Dimensions: 3400x1680 mm (WxD)
Weight: 58,56 Kg

Ladder rack complete with:
3 aluminium crossmembers with fixing connectors

and rubber profile
1 3400 mm long aluminium side upstand
1 aluminium loading roller
1 ladder rack rail made from stainless steel and

aluminium ALADIN series, length 3240 mm

Supplied with stainless steel screws for fixing.

Load capacity: 93 Kg (p.u.d.)

The ladder rack rail can be mounted
on the right or on the left hand side
of the vehicle

Technical
features,

see page A5

Technical
features,

see page A7
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DUCATO van MWB HR
medium wheelbase high roof

11,5 m3

L2 H2 wheelbase 3450 mm

Order no. RAM 002
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the areas 3 and 5 must not be longer than 1225 mm.
If the loading ramp is installed the article
MDL 124 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

Order no. MDL S23
Dimensions: 2450x365x1700 mm (WxDxH). Weight: 94,75 Kg
Set of 2 modules complete with:
8 trays with rubber and 28 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases
1 fixing bar length 3000 mm

Order no. MDL S21
Dimensions: 1225x365x1700 mm (WxDxH). Weight: 74,85 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door
1 fixing bar length 2000 mm

READY SOLUTIONS
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Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

Technical
features,

see page A5

Accessories
see page A9

DUCATO van MWB HR
medium wheelbase high roof

11,5 m3

L2 H2 wheelbase 3450 mm

MODULES 1016 MM
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Order no. SFM 300
Fixing bar: 3000x30x35 mm (WxDxH)
Weight: 2,60 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. SFM 200
Fixing bar: 2000x30x35 mm (WxDxH)
Weight: 1,88 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. MDL 123
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 54,65 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 120
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 72,95 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 121
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 70,95 Kg
Module complete with:
5 trays with rubber and 20 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 122
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 55,00 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers

Suitable to be installed in the zone:

DUCATO van MWB HR
medium wheelbase high roof

11,5 m3

L2 H2 wheelbase 3450 mm

MODULES 1225 MM

Order no. MDL 124
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 82,05 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers
1 retractable vice workbench complete with steel

vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:



E21

A A A

BB

C

D

D

F

D

A A A A

A A

C

+A B

C D F

C C

DUCATO van LWB HR
long wheelbase high roof

13 m3

L3 H2 wheelbase 4035 mm

FLOORINGS AND LININGS
for DUCATO with RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 009
Weight: 21,10 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 004
Weight: 1,75 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 007
Weight: 52,08 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

Technical
features,

see page A5

Order no. POT 007
Dimensions: 3700x1700 mm (WxD)
Weight: 34,25 Kg

Roof rack complete with:
4 aluminium crossmembers with fixing connectors

and rubber profile
2 3700 mm long aluminium side upstands
1 aluminium loading roller

Supplied with stainless steel screws for fixing.

Load capacity: 114 Kg (p.u.d.)

ROOF RACK

LADDER RACK

Order no. POS 008
Dimensions: 3700x1680 mm (WxD)
Weight: 65,90 Kg

Ladder rack complete with:
4 aluminium crossmembers with fixing connectors

and rubber profile
1 3700 mm long aluminium side upstand
1 aluminium loading roller
1 ladder rack rail made from stainless steel and

aluminium ALADIN series, length 3240 mm
1 aluminium connection crossmember

Supplied with stainless steel screws for fixing.

Load capacity: 83 Kg (p.u.d.)

The ladder rack rail can be mounted
on the right or on the left hand side
of the vehicle

Technical
features,

see page A7
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002

DUCATO van LWB HR
long wheelbase high roof

13 m3

L3 H2 wheelbase 4035 mm

Order no. RAM 002
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the area 3 must not be longer than 1016 mm.
If the loading ramp is installed the article
MDL 124 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

Order no. MDL S19
Dimensions: 3257x365x1700 mm (WxDxH). Weight: 133,95 Kg
Set of 2 modules complete with:
8 trays with rubber and 36 adjustable dividers
2 drawers
1 shelf with door
1 hinged door
1 fixing bar length 4000 mm

Order no. MDL S20
Dimensions: 2032x365x1700 mm (WxDxH). Weight: 60,15 Kg
Module complete with:
4 trays with rubber and 20 adjustable dividers
1 fixing bar length 3000 mm

READY SOLUTIONS
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MODULES 717 mm

DUCATO van LWB HR
long wheelbase high roof

13 m3

L3 H2 wheelbase 4035 mm

Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

MODULES 1016 MM

Order no. MDL 119
Dimensions: 717x365x1700 mm (WxDxH)
Weight: 38,10 Kg
Module complete with:
4 trays with rubber and 8 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:
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Order no. MDL 124
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 82,05 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

DUCATO van LWB HR
long wheelbase high roof

13 m3

L3 H2 wheelbase 4035 mm

Order no. SFM 350
Fixing bar: 3500x30x35 mm (WxDxH)
Weight: 2,93 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. SFM 250
Fixing bar: 2500x30x35 mm (WxDxH)
Weight: 2,2 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. MDL 120
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 72,95 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 121
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 70,95 Kg
Module complete with:
5 trays with rubber and 20 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 122
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 55,00 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

MODULES 1225 MM
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DUCATO van LWB XHR
long wheelbase extra high roof

15 m3

L3 H3 wheelbase 4035 mm

FLOORINGS AND LININGS
for DUCATO with RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 010
Weight: 23,62 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 005
Weight: 2,12 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 007
Weight: 52,08 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

Technical
features,

see page A5
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DUCATO van LWB XHR
long wheelbase extra high roof

15 m3

L3 H3 wheelbase 4035 mm

Order no. RAM 003
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the area 3 must not be longer than 1016 mm.
If the loading ramp is installed the article
MDL 124 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

Order no. MDL S19
Dimensions: 3257x365x1700 mm (WxDxH). Weight: 133,95 Kg
Set of 2 modules complete with:
8 trays with rubber and 36 adjustable dividers
2 drawers
1 shelf with door
1 hinged door
1 fixing bar length 4000 mm

Order no. MDL S20
Dimensions: 2032x365x1700 mm (WxDxH). Weight: 60,15 Kg
Module complete with:
4 trays with rubber and 20 adjustable dividers
1 fixing bar length 3000 mm

READY SOLUTIONS
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MODULES 717 mm

DUCATO van LWB XHR
long wheelbase extra high roof

15 m3

L3 H3 wheelbase 4035 mm

Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

MODULES 1016 MM

Order no. MDL 119
Dimensions: 717x365x1700 mm (WxDxH)
Weight: 38,10 Kg
Module complete with:
4 trays with rubber and 8 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:
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Order no. MDL 124
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 82,05 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

DUCATO van LWB XHR
long wheelbase extra high roof

15 m3

L3 H3 wheelbase 4035 mm

Order no. SFM 350
Fixing bar: 3500x30x35 mm (WxDxH)
Weight: 2,93 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. SFM 250
Fixing bar: 2500x30x35 mm (WxDxH)
Weight: 2,2 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. MDL 120
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 72,95 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 121
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 70,95 Kg
Module complete with:
5 trays with rubber and 20 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 122
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 55,00 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

MODULES 1225 MM
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DUCATO van LWB HR XLB long
wheelbase extended rear overhang high roof

15 m3

L3L H2 wheelbase 4035 mm

FLOORINGS AND LININGS
for DUCATO with RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 011
Weight: 23,19 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 004
Weight: 1,75 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 008
Weight: 57,54 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

Technical
features,

see page A5

Order no. POT 008
Dimensions: 4000x1700 mm (WxD)
Weight: 39,45 Kg

Roof rack complete with:
5 aluminium crossmembers with fixing connectors

and rubber profile
2 4000 mm long aluminium side upstands
1 aluminium loading roller

Supplied with stainless steel screws for fixing.

Load capacity: 114 Kg (p.u.d.)

ROOF RACK

LADDER RACK

Order no. POS 010
Dimensions: 4000x1680 mm (WxD)
Weight: 70,60 Kg

Ladder rack complete with:
5 aluminium crossmembers with fixing connectors

and rubber profile
1 4000 mm long aluminium side upstand
1 aluminium loading roller
1 ladder rack rail made from stainless steel and

aluminium ALADIN series, length 3240 mm
1 aluminium connection crossmember

Supplied with stainless steel screws for fixing.

Load capacity: 79 Kg (p.u.d.)

The ladder rack rail can be mounted
on the right or on the left hand side
of the vehicle

Technical
features,

see page A7



E30

2032

1733

MDL S06
MDL S07

1225

717

3
55
a

22
a

RAM
002

Order no. MDL S06
Dimensions: 3765x365x1700 mm (WxDxH)
Weight: 115,38 Kg
Set of 2 modules complete with:
8 trays with rubber and 40 adjustable dividers,
1 fixing bar length 4500 mm

Order no. MDL S07
Dimensions: 1942x365x1700 mm (WxDxH). Weight: 113,65 Kg
Set of 2 modules complete with:
8 trays with rubber and 24 adjustable dividers, 2 shelves with doors,
1 connection bar with fixing belts for tool cases, 2 drawers, 1 hinged
door, 1 fixing bar length 3000 mm

DUCATO van LWB HR XLB long
wheelbase extended rear overhang high roof

15 m3

L3L H2 wheelbase 4035 mm

Order no. RAM 002
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the area 3 must not be longer than 1225 mm.
If the loading ramp is installed the article
MDL 126 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

READY SOLUTIONS
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MODULES 717 mm

DUCATO van LWB HR XLB long
wheelbase extended rear overhang high roof

15 m3

L3L H2 wheelbase 4035 mm

Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

MODULES 1016 MM

Order no. MDL 119
Dimensions: 717x365x1700 mm (WxDxH)
Weight: 38,10 Kg
Module complete with:
4 trays with rubber and 8 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:
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MODULES 1524 MM

DUCATO van LWB HR XLB long
wheelbase extended rear overhang high roof

15 m3

L3L H2 wheelbase 4035 mm

Order no. SFM 400
Fixing bar: 4000x30x35 mm (WxDxH)
Weight: 3,45 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. SFM 300
Fixing bar: 3000x30x35 mm (WxDxH)
Weight: 2,60 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. MDL 120
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 72,95 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 121
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 70,95 Kg
Module complete with:
5 trays with rubber and 20 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 122
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 55,00 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

MODULES 1225 MM

Order no. MDL 125
Dimensions: 1524x365x1700 mm (WxDxH)
Weight: 65,35 Kg
Module complete with:
6 trays with rubber and 30 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 126
Dimensions: 1524x365x1700 mm (WxDxH)
Weight: 104,80 Kg
Module complete with:
6 trays with rubber and 30 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:
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DUCATO van LWBXHRXLB long wheelbase
extended rear overhang extra high roof

17 m3

L3L H3 wheelbase 4035 mm

FLOORINGS AND LININGS
for DUCATO with RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 012
Weight: 25,92 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 005
Weight: 2,12 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 008
Weight: 57,54 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

Technical
features,

see page A5
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Order no. MDL S06
Dimensions: 3765x365x1700 mm (WxDxH)
Weight: 115,38 Kg
Set of 2 modules complete with:
8 trays with rubber and 40 adjustable dividers,
1 fixing bar length 4500 mm

Order no. MDL S07
Dimensions: 1942x365x1700 mm (WxDxH). Weight: 113,65 Kg
Set of 2 modules complete with:
8 trays with rubber and 24 adjustable dividers, 2 shelves with doors,
1 connection bar with fixing belts for tool cases, 2 drawers, 1 hinged
door, 1 fixing bar length 3000 mm

DUCATO van LWBXHRXLB long wheelbase
extended rear overhang extra high roof

17 m3

L3L H3 wheelbase 4035 mm

Order no. RAM 003
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the area 3 must not be longer than 1225 mm.
If the loading ramp is installed the article
MDL 126 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

READY SOLUTIONS
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MODULES 717 mm

DUCATO van LWBXHRXLB long wheelbase
extended rear overhang extra high roof

17 m3

L3L H3 wheelbase 4035 mm

Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

MODULES 1016 MM

Order no. MDL 119
Dimensions: 717x365x1700 mm (WxDxH)
Weight: 38,10 Kg
Module complete with:
4 trays with rubber and 8 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:
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MODULES 1524 MM

DUCATO van LWBXHRXLB long wheelbase
extended rear overhang extra high roof

17 m3

L3L H3 wheelbase 4035 mm

Order no. SFM 400
Fixing bar: 4000x30x35 mm (WxDxH)
Weight: 3,45 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. SFM 300
Fixing bar: 3000x30x35 mm (WxDxH)
Weight: 2,60 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. MDL 120
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 72,95 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 121
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 70,95 Kg
Module complete with:
5 trays with rubber and 20 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 122
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 55,00 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

MODULES 1225 MM

Order no. MDL 125
Dimensions: 1524x365x1700 mm (WxDxH)
Weight: 65,35 Kg
Module complete with:
6 trays with rubber and 30 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 126
Dimensions: 1524x365x1700 mm (WxDxH)
Weight: 104,80 Kg
Module complete with:
6 trays with rubber and 30 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:
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